
产品型号(product model No.)：XD-SK15-3204

广东亚一半导体应用科技有限公司

杀菌全面人机共处
Comprehensive sterilizationman-machine coexistence

内置滤网
built-in strainer

紫外线空气循环消毒器
UV Air Circulation Sterilizer

AE Technologies(GD)Co.,Ltd



产品使用场景

酒店

教室

客厅

办 公 室卧室

餐厅
restaurant

Product Usage Scenarios 

hotel livingroom

bedroom classroom office



额定功率(rated power)：15W  

额定电压(rated voltage)：DC12V

电源电流(supply current)：1.25A

工作温度(operating temperature)： 20°~40°

湿度(operating Humidity)≤80%

产品尺寸(product size)：200*200*700mm

使用面积(usable area)：≤20m²

光源(light source)：紫外线灯管+臭氧(UV light tube+ ozone)

材质(material)：不锈钢(Stainless steel)

产品认证 (product certification)：FCC 、CE

执行标准 (standard)：GB19258-2012

产 品 参 数
product specifiaction



不锈钢机身，让空气从底部进风口经甲醛滤网、紫外线杀菌灯管除菌消毒，分

解有害空气物质。

The product is with a stainless steel body, which allows the air to pass 

through the formaldehyde strainer and UV sterilization lamp from the 

air inlet at the bottom. It can sterilize and decompose harmful air 

substances.

可以随意移动，杀菌全面，
You can move it around with the comprehensive sterilization.

360°无死角,可以在有人的环境中消毒。
360° no blind angle, it can be disinfected in a human environment.

定时开启、可调风量、臭氧可控、遥控
timer opening/adjustable air volume/ozone control/remote control

产品功能
product function

function conversion key

air outlet

strainer

air inlet
power port



净重(net weight )：3.9kg

毛重(gross weight)：4.2kg

产品尺寸(product size)： 200*200*695mm

包装尺寸(package size)： 250*240*760mm

包装清单packaging list

紫外线空气循环消毒器
UV Air Circulation Sterilizer

遥控器
remote control

说明书
user manual

适配器
adapter

…
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695mm

200mm

200mm

产品包装
product package



1.紫外线空气循环消毒器可以在有人的环境中使用，但必须关闭臭氧功能。
1.UV Air Circulation Sterilizer can be used in a human environment, but the ozone function must be turned off.

2.开启消毒后必须进行通气、通风，特别是带臭氧消毒，要过30-60分钟人员才可以进入。
2.Ventilation must be carried out after the disinfection function is started, especially for the ozone disinfection function, people can 

enter the room only after 30-60 minutes.

notice:

注意事项：
Notice:


